WIFI CONTROLLER USE MANUAL
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1.01

Summarize
(A) Name: LED WiFi Controller

(B) Model: ZJ-WIFI-310/ ZJ-WIFI-320/ ZJ-WIFI-370

=l v i Gl

eZ LED CONTROLLER :.

(C) Product Summarize:

Welcome to use LED WiFi Controller, this controller is designed for LED strip, module etc. After easy installation
and settings, you can use you Phone (I0S or Android system) to control the light. The remote control distance reach
50 meters indoor and more than 100 meters outdoor.

(D) Product constitute

NO. | Item Description

It is the core of product, responsible for receive control signal and
1 LED WiFi Controller
control LED equipment.

Include mobile soft for I0S operating system and
2 ch
Android operating system. Product manual.

3 Wireless router(buy it own) | If you want to use online, suggest to connect wireless router(>150M)

Data Parameter
a) Item version:Single color version,Color temperature version and RGB version

b) Working Voltage: DC7.5-24V

¢) Output channel: Can be used 3/2/1 channel

d) Output current: 4A*3 or 4A*2

e) Connecting method: Common anode

f)  Dimension: L105.5*W45*H23mm Remote distance: 50 meters indoor, 100 meters outdoor
g) Software: Android system (at least version 2.3 with WIFI function) or 10S system,

h) Language : English/Chinese/German

i) Receiver sensitivity: 802.11b DSSS(-5dBm), 802.11b CCK (-10dBm), 802.11g OFDM(-15dBm)
j)  Connect way: V+ R, G, B for LED Light, V+, V- for Power supply, ANT for WIFI signal reception.

k) Reset button(inside the controller): Short press: change from gradual change to strobe flash for single color




Version. Or change in 27 modes for RGB Version.
)  Long press(more than 20s): Restore to factory settings. WiFi SSID for connection is “LEDnetXXXXXXXXXX”,
password: “88888888”. IP: 192.168.10.1

1.02 Software
® Android Software:

Name LED Magic Color
Running OS Android 2.3 or above,request device have WiFi function
Install App Visit “Google Play”,search “ LED Magic Color”,then download and install it.

Software Size 1.1M

Language Chinese/English /Germany, automatic recognize language according to OS.

® |0S Software:

Name LED Magic Color
Running OS 10S5.0 or above,such as iPhone, iPad, and iPod touch device.
Install App Visit App Store,search”LED Magic Color”, then download and install it

Software Size 2.1 MB

Language Chinese/English /Germany, automatic recognize language according to OS.

Category communication

1. Software User Manual for Android

2.01 Installation instructions
1) Download it free by Google Play:

Entre “Google play” app store,search “LED Magic Color”,find “LED Magic Color Controller v2”,then download it;




" agic Color Controller v2
~ & ZENGGE CO. LIMITED
1. LED Magic Color Controller v2 W ,‘

ale 2. Magic pink flowers
3. Kids Magic Draw-Light&Color
@
% % %k

oo oo 4 CPUStatusLED 18 people +1'd this
- * %k L
Your review % % % %

5. LED(Lamp) Description
*kkk This is a application software designed for the color of
LED light,

2) Install by QR code:

Open QR codesoftware ,then scan following QR code,then download and install it .

QR code site: http://www.ledmagical.com/Apps/APK/LEDWifiMagicColor.apk

3) Install by CD files:

Open CD catalog :Android Software\ LED Magic Color V2.1.0 CN(EN).apk,

LED Magic
Color V2.1.0

You can find “LED Magic Color V2.1.0 CN(EN).apk” installation program  SNEN.apk  (different phone shows
different icon).Pls copy it to phone or connect phone to computer,then click LED Magic Color V2.1.0 CN(EN).apk to

install it until finished.,




2.02 WIFI Connection Setting
Entre to WiFi setting interface,click WLAN”LEDnet*********” then input password “88888888”.As shown in
figures :

%t i e & all 57% @ 11:28
¢ ¥ WLAN 1)

LEDnetACCF28oanEas
Connected LEDnetACCF2307AE24

YanFa2 Signal strength

Saved, secured with WPA2 Good
Security

YanFa WPA2 PSK

Saved, secured with WPA2 Password

88888888

Show password

LEDnet5994
Saved, secured with WPA2

zengge_naimao Show advanced options

Saved, secured with WPA/WPA2
Cancel Connect

2.03 Software Using Guide

(A) Open software:

Magic Color

»

Click ”
interface:

“to open software,then entre to scan interface.If scan successfully,you will find following

T 8 & 7 all 61% & 11:41 % all 62% @& 11:42

Setting Connect To Wireless Router Devices list | Scan

If you have a wireless router,you can connect your Control
Box to the wireless router.Then,when you use ityou just
need to connect phone to wireless router.

If you have many controllers,you can control those Control
Box at the same time.

Click 'Setting’ to set it

Setting

| do not have router,do not need
setting

skip,set it next time.

If this is first time you use it,it will shows above If this is not first time you use it,it will shows above
interface.It will ask if you want to connect controller interface.

to router or not . Notice:if it shows no device when running (the list is




You can skip it by click “skip,set it next time”,or click empty),it maybe caused by you haven’t connected
“Setting” to connect controller to router. phone’s WiFi to controller.

About operating instruction,pls refer to chapter”4.04 Pls refer to “ 4.02 WiFi Connection Setting” to set it .
How Connect Controller to Router”

(B) Full-color controller apply interface:

1) Color ring function:

Click any device in controller list,then you can control that device.As shown in figures:
% all 62% @& 11:43

|Edit mode

Built-in modes

Brightness: 100

( click color what you want)

2) Music control function:
60% @ 11:52 1 7 all 61% @ 11:53 4 -1 & al 62% @ 11:57

|Edit mode 2 1aUEDUUR_1INYLUIIE_pup. |Edit mode

Facebook

00:00

Color ring \ Built-in modes Built-in modes

far_from_love.mp3

Missquerada

hangout_dingtone.m4a
Unknown Artist

~ journey.mp3

Tranzpotter

stuck_at_home.mp3

The noise grinders

m28.mp3

Artist

atta0.mp3

Unknown Artist

~, hangout_ringtone.ogg
Unknown Artist

m3.mp3

Select Music > 2 m14.mp3 Select Music >

Normal Jazz Classical “ Normal Classical




4)

3) Built-in dynamic mode function :

7 .l 65% @ 12:04

|Edit mode |

11.Green blue cross fade

12.Seven color stobe flash

13.Red strobe flash

Q 12.Seven color stobe flash Q

Speed: 30

@ .l 76% @ 1:38

New mode

Custom mode11-29 01:37

Save

Click the
button to
change
color and
delete the
color by
long

L]

Gradual Jumping Strobe

Speed: 10

-
Ex EN

( Notice :scroll it to choose different modes)

7 all 77% @ 1:39

Add mode|

EECH custom mode11-29 01:37

%QDD Gradual

Oopgo 10
Delete| | Edit

(C) Single-color controller apply interface:

Single-color control function:

all 77% 1:40

Dynamic Mode




2 Dynamic mode control function:

& il 77% @& 1:40

Gradual Strobe

Speed: 22

(D) WiFi color temperature controller interface:
1 Warm color,cool color control function:

Brightness 100

2 Dynamic mode function:

7 all 78% @& 1:42

Warm gradual Warm flash

Cool gradual Cool flash

Speed: 17




(E)

1 Colo

r ring function:

RGBW 4 colors controller apply interface:

Choose any color what you like by click it in color ring.

Click “yellow round button” to adjust warm color.

L N1

| |Edit mode|

Back

Color rin

R8T
o B8l

B 149

Built-in modes

Brightness: 100

2 RGBW 4 colors control function is same as full-color controller.Pls refer to “Full-color Controller Apply Interface”.

2.04 How Connect Controller to Router

First
setti

e

Settings

Step:Click ”Settings” to entre to
ng interface.

™
-
Devices list

Long press to modify
ACCF2307B458

Second Step:Choose right device.

? e

Settings

| Back

Device Settings

Unnamed
ACCF2307B458

Third step:Choose “Link to Wireless
Router” in network mode.

(X 1
| Back Control Box Settings
ABOUT

IP/MAC address
192.168.10.1/ACCF2307B458

Device Name
ACCF2307B458

NETWORK MODE

Link to Wireless Router

No

Control Box Security Settings

Network Name(SSID)
LEDnetrgb458

Request Password
Yes, Password:88888888

Change...

Restart Current Control Box

Fourth step:Click right router ,then input router’s password.

all 81% @ 1:49

Setting Connect To Wireless Router

elect the right wireless router
LEDnetrgh458
YanFa2
YanFa Your Router
LEDnet5994
LEDnetsing870
PhilipsACCF2301A31C

LEDnetACCF2307AE24

zengge_waimao

&) D )& D)D) D

TP_LINK_xfd

% il 81% @ 1:51

SSID YanFa

passvvord

Confirm

Cancel |




Fifth step:Waiting “The Control Box is
restarting ,pls wait ...”.

If above operating was successful, it
will shows that interface “The Control
Box is restarting ,pls wait ...” ,you just
need to wait dozen seconds .

& il 84% @& 2:00

The Control Box is restarting,
please wait...

Sixth step:Connect phone to router Entre to phone setting interface,then
entre to WLAN interface,reconnect your router.Finally,restart app after
connected successfully!

T 8 & % 7 85% @ 2:01
¢ ¥ WLAN (1)

YanFa

Connected

your router

LEDnet5994
Saved, secured with WPA2

YanFa2
Saved, secured with WPA2

LEDnetrgh458
Saved, secured with WPA2

LEDnetACCF2307AE24
Saved, secured with WPA2

PhilipsACCF2301A31C
Saved, secured with WPA2

Seventh step:Network mode

If you have a lot of controllers,pls redo
above work.Connect all controllers to
wireless router,then connect phone ‘s
WiFi signal to router.Finally,you can
find all controller in app after
restarting.

Choose device what you want,then
click “Entre” to control multiple
devices.

e ¢ @ OF al51%@ 10:58

Settings Devices list Scan

Long press to modify
ACCF23022488

Long press to modify
ACCF230225B8

Long press to modify
ACCF23044158

rooml
ACCF23047518

room2
ACCF230F6850




1 Software User Manual for 10S

3.01 Installation Instructions
1) Download it free by “App Store”:

Entre to “App Store”,search "LED Magic Color”,find ”LED Magic Color Controller v2”,then download and install it.

No Service T42:39 @ % w4

led magic color |« — 4 Results

" LED Magic
©) = |

zhibiao Lin

| &

o) er 0
3y 0
o [ o
ler m
O
[ ene ]
| Q P

2) Install by BQR code and website:

Open BRQ code app ,then scan following BRQ code.Phone will auto shows a site,then download and install it.

Click following site,phone will auto jumps to “App Store”:

Site: https://itunes.apple.com/us/app/led-magic-color/id595148649?Is=1&mt=8

4) Install by CD files(just suitable for phone which can access any Web site):

Open CD catalog :10S Software \ LED Magic Color V1.3 CN(EN).ipa,

You can find installation program:LED Magic Color V1.3 CN(EN).ipa,then copy it to phone or connect phone to
computer.Click”LED Magic Color V1.3 CN(EN).ipa” to install it.




3.02 WIFI Connection Setting
Entre to WiFi setting interface,click WLAN”LEDnet*********” then input WiFi password: “88888888”.As shown in

figures:

No Service T2:43 @ ) 4 No Service = TH2:46 @ ) s
< Settings Wi-Fi Enter the password for “LEDnetACCF2307AE24”
, Cancel Enter Password Join

Wi-Fi L)

LEDnet5994 a= (D)

Password eeeeesces
CHOOSE A NETWORK... - —7 888566858

ChinaNet-gx a= (D)

" LEDnet24 'Y0)
\ 123834567890
LEDnetACCF2307... & = @| **********

/ () $8&e

LEDnetrgh458 ENO NS U G G5 G5 U6 G G b W
LEDnetsing870 O] W= 71! g

PhilipsACCF2301A... & = (i

\
©
>
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o
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3.03 Software Using Guide
Pls refer to software using guide for Android.

3.04 How Connect Controller to Router
Pls refer to Android guide chapter “3.04 How Connect Controller to Router”

Iv.  Answers for Frequently Questions
(A) How to solve it when failed to connect to WiFi devicein SINGLE MODE?

Answers:

If you want to control it successfully in single mode,you must satisfy following three conditions:
1) . Antenna of controller and power supply were connected correctly .
2) . Phone can be connected to WiFi network normally.
3) . Set controller to single mode.
Pls check your phone as following steps:
1) . Check if controller’s antenna works well and controller are power on or off.

2) . Check if controller were connected to WiFi succefully.If not,pls open WiFi setting interface,search
controller’s WiFi signal and connect it.Default WiFi name of controller is "LEDnetxxxxxxxxxxxx”,password
is "88888888".

3) Check if your app is the newest.Click “Settings”,entre to setting interface,then you can check your
app version.As shown in figures:




T il 100% & 3:02 T43:08

Settings

Settings

Device Settings

Unknown controller

ACCF2301A31C DEVICE SETTINGS

Unnamed Unnamed
ACCF23055870 ACCF23055994

Unnamed
ACCF23055994 App Version :|
Unnamed -
ACCF2307AE24 7

Unnamed
ACCF2307B458
Unnamed
ACCF2321DB7A

Unnamed
ACCF2321DB82

(Android 0S) (10S8)

(B) How to deal with it when password is wrong in SINGLE MODE?
Answers:

If you forget your previous password,pls power on your controller,then long press “Reset” for 10s and wait
additional 10s.Restart controller,then controller was reset to “factory reset”.Default password in single mode

i5:88888888

(C) How to solve it when failed to connect to WiiFi device in network mode
Answers:

If you want to control it successfully,you must satisfy following conditions:
1) . Antenna of controller and power supply were connected correctly
2) . Phone can be connected to WiFi network normally.

3) . Check if controller were connected to WiFi succefully.Following three steps show you how to check the
connection status in single mode.

3.1 Connect the phone’s WiFi signal “LEDnetxxxxxxxxxx"”to controller.:
3.2 Run app and make sure it shows your LED device.

3.3 Entre to setting interface,and check device’s setting info,then check status of network.If status is

“Connected”,it means network works well.As shown in figures.

Y 7% 100% @ 3:13

Back Control Box Settings

@ il 100% @& 3:12

Settings ABOUT
IP/MAC address
Device Settings 192.168.10.1/ACCF2307B458
Device Name
Unnamed ACCF2307B458
ACCF2307B458
NETWORK MODE

Link to Wireless Router
YanFa (Connected)

Wireless Router Password
50525456

Change... \

Control Box Security Settings

Network Name(SSID)
LEDnetrgb458




If status is “Unconnected”,pls check password is right or not.If password is wrong ,pls click “Change...”

to reconnect it to controller.

4) . If password is right,but status is still shows “Unconnected”,pls power off controller first and restart it

after 3s.Then wait additional 3minutes.Finally,check controller’s network status by same methods.

5) . If all problems still not be solved after checking by above methods,pls restart your router and

controller.
6) . Ifall problem still exists,pls try to use new router.

(D) Whose brand or OS of phone can run WiFi device?

Answers:

For Android OS,support Android 2.3 or above;For I0S,support 10S5.0 or above.

(E) How many WiFi device can be connected to each phone in SINGLE MODE&NETWORK MODE?

Answers:

In single mode,each phone can connect 1pcs WiFi device at once time.
In network mode,qty that how many WiFi device can be connected depends on router level,no business of WiFi

device.

(F) Is it possible that multiple phones control one WiFi device?

Answers:

For controller:Yes,it is possible..

For WiFi bulb:Support 2 phones in single mode.Support 2 phones in network mode.




