
Combustible Gas Detector • XP-3110

• Daily inspection of factory
• Con� rming the safety of workshop in tank
• Con� rming the safety of common duct and 

tunneling work
• Safety patrol at LPG station.
• Explosion-proof structure: Exibd II CT3
• Detection Range: 0-100%LEL
• Can detect up to 5 di� erent � ammable gasses 

(factory option)

Speci� cations Standard Accessory

Features

Options
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Gas Detected Combustible gas and vapor

Detection Principle Catalytic conbustion

Sampling Method Extractive

Detection Range 0-100% LEL

Indication Accuracy ±5% of full scale

Alarm Set Value 20% LEL

Display LCD digital with backlight 
Digital display: 0-100%LEL 
Digital bar display: auto range 
changeover
L range: 0-10%LEL 
H range: 0-100%LEL

Alarm Indication Gas alarm : intermittent buzzer, 
red lamp � ashing

Trouble alarm : buzzer, red lamp 
� ashing, LCD display

Explosion-proof Structure Exibd II CT3

Operating Temperature LPG : -20 to 50 degrees C 
Others : 0 to 40 degrees C

Power Source 4 x A A alkaline dry cells

Battery Life Approx. 20 hours

Dimensions 82(W) x 162(H) x 36(D) mm

Weight Approx. 450g (without batteries)

Code Item Part number
20536475 Suction pipe rubber -
59100100 10 x Dilution probe MX-24-10
59100300 2 x Dilution probe MX-24-2
59523680 Data logger -
20584162 AC adaptor -
20584146 Sampling hose 1 m SH-301-1A

(attachment, suction pipe 
rubber, drain � lter)

20584157 Sampling hose 2 m SH-301-2
20584147 Sampling hose 3 m SH-301-3
20584148 Sampling hose 5 m SH-301-5
20584149 Sampling hose 10 m SH-301-10

• Sampling hose (1m) SH-301-1
Code: 20584163

• Drain fi lter DF-4 
Code: 59070001

• Filter element FE-2 (10 pcs) 
Code: 59160014

• Suction pipe AT-3A 
Code: 20500401

• Soft case


